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through improper maintenance or use, 

as described in 40 CFR 1068.115. 

(e) Owner’s manual. Describe in the 

owners manual the emission-related 

warranty provisions from this section 

that apply to the vehicle. 

§ 1037.125 Maintenance instructions 
and allowable maintenance. 

Give the ultimate purchaser of each 

new vehicle written instructions for 

properly maintaining and using the ve-

hicle, including the emission control 

system. The maintenance instructions 

also apply to service accumulation on 

any of your emission-data vehicles. See 

paragraph (i) of this section for re-

quirements related to tire replace-

ment.

(a) Critical emission-related mainte-
nance. Critical emission-related main-

tenance includes any adjustment, 

cleaning, repair, or replacement of 

critical emission-related components. 

This may also include additional emis-

sion-related maintenance that you de-

termine is critical if we approve it in 

advance. You may schedule critical 

emission-related maintenance on these 

components if you demonstrate that 

the maintenance is reasonably likely 

to be done at the recommended inter-

vals on in-use vehicles. We will accept 

scheduled maintenance as reasonably 

likely to occur if you satisfy any of the 

following conditions: 

(1) You present data showing that, if 

a lack of maintenance increases emis-

sions, it also unacceptably degrades 

the vehicle’s performance. 

(2) You present survey data showing 

that at least 80 percent of vehicles in 

the field get the maintenance you 

specify at the recommended intervals. 

(3) You provide the maintenance free 

of charge and clearly say so in your 

maintenance instructions. 

(4) You otherwise show us that the 

maintenance is reasonably likely to be 

done at the recommended intervals. 

(b) Recommended additional mainte-
nance. You may recommend any addi-

tional amount of maintenance on the 

components listed in paragraph (a) of 

this section, as long as you state clear-

ly that these maintenance steps are 

not necessary to keep the emission-re-

lated warranty valid. If operators do 

the maintenance specified in paragraph 

(a) of this section, but not the rec-

ommended additional maintenance, 

this does not allow you to disqualify 

those vehicles from in-use testing or 

deny a warranty claim. Do not take 

these maintenance steps during service 

accumulation on your emission-data 

vehicles.

(c) Special maintenance. You may 

specify more frequent maintenance to 

address problems related to special sit-

uations, such as atypical vehicle oper-

ation. You must clearly state that this 

additional maintenance is associated 

with the special situation you are ad-

dressing. We may disapprove your 

maintenance instructions if we deter-

mine that you have specified special 

maintenance steps to address vehicle 

operation that is not atypical, or that 

the maintenance is unlikely to occur in 

use. If we determine that certain main-

tenance items do not qualify as special 

maintenance under this paragraph (c), 

you may identify this as recommended 

additional maintenance under para-

graph (b) of this section. 

(d) Noncritical emission-related mainte-
nance. Subject to the provisions of this 

paragraph (d), you may schedule any 

amount of emission-related inspection 

or maintenance that is not covered by 

paragraph (a) of this section (that is, 

maintenance that is neither explicitly 

identified as critical emission-related 

maintenance, nor that we approve as 

critical emission-related maintenance). 

Noncritical emission-related mainte-

nance generally includes maintenance 

on the components we specify in 40 

CFR part 1068, appendix I, that is not 

covered in paragraph (a) of this sec-

tion. You must state in the owners 

manual that these steps are not nec-

essary to keep the emission-related 

warranty valid. If operators fail to do 

this maintenance, this does not allow 

you to disqualify those vehicles from 

in-use testing or deny a warranty 

claim. Do not take these inspection or 

maintenance steps during service accu-

mulation on your emission-data vehi-

cles.

(e) Maintenance that is not emission-re-
lated. For maintenance unrelated to 

emission controls, you may schedule 
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any amount of inspection or mainte-

nance. You may also take these inspec-

tion or maintenance steps during serv-

ice accumulation on your emission- 

data vehicles, as long as they are rea-

sonable and technologically necessary. 

You may perform this non-emission-re-

lated maintenance on emission-data 

vehicles at the least frequent intervals 

that you recommend to the ultimate 

purchaser (but not the intervals rec-

ommended for severe service). 

(f) Source of parts and repairs. State

clearly on the first page of your writ-

ten maintenance instructions that a 

repair shop or person of the owner’s 

choosing may maintain, replace, or re-

pair emission control devices and sys-

tems. Your instructions may not re-

quire components or service identified 

by brand, trade, or corporate name. 

Also, do not directly or indirectly con-

dition your warranty on a requirement 

that the vehicle be serviced by your 

franchised dealers or any other service 

establishments with which you have a 

commercial relationship. You may dis-

regard the requirements in this para-

graph (f) if you do one of two things: 

(1) Provide a component or service 

without charge under the purchase 

agreement.

(2) Get us to waive this prohibition in 

the public’s interest by convincing us 

the vehicle will work properly only 

with the identified component or serv-

ice.

(g) [Reserved] 

(h) Owner’s manual. Explain the own-

er’s responsibility for proper mainte-

nance in the owner’s manual. 

(i) Tire maintenance and replacement. 
Include instructions that will enable 

the owner to replace tires so that the 

vehicle conforms to the original cer-

tified vehicle configuration. 

§ 1037.135 Labeling. 

(a) Assign each vehicle a unique iden-

tification number and permanently 

affix, engrave, or stamp it on the vehi-

cle in a legible way. The vehicle identi-

fication number (VIN) serves this pur-

pose.

(b) At the time of manufacture, affix 

a permanent and legible label identi-

fying each vehicle. The label must be— 

(1) Attached in one piece so it is not 

removable without being destroyed or 

defaced.

(2) Secured to a part of the vehicle 

needed for normal operation and not 

normally requiring replacement. 

(3) Durable and readable for the vehi-

cle’s entire life. 

(4) Written in English. 

(c) The label must— 

(1) Include the heading ‘‘VEHICLE 

EMISSION CONTROL INFORMA-

TION’’.

(2) Include your full corporate name 

and trademark. You may identify an-

other company and use its trademark 

instead of yours if you comply with the 

branding provisions of 40 CFR 1068.45. 

(3) Include EPA’s standardized des-

ignation for the vehicle family. 

(4) State the regulatory sub-category 

that determines the applicable emis-

sion standards for the vehicle family 

(see definition in § 1037.801). 

(5) State the date of manufacture 

[DAY (optional), MONTH, and YEAR]. 

You may omit this from the label if 

you stamp, engrave, or otherwise per-

manently identify it elsewhere on the 

vehicle, in which case you must also 

describe in your application for certifi-

cation where you will identify the date 

on the vehicle. 

(6) Identify the emission control sys-

tem. Use terms and abbreviations as 

described in appendix III to this part or 

other applicable conventions. 

(7) Identify any requirements for fuel 

and lubricants that do not involve fuel- 

sulfur levels. 

(8) State: ‘‘THIS VEHICLE COM-

PLIES WITH U.S. EPA REGULATIONS 

FOR [MODEL YEAR] HEAVY–DUTY 

VEHICLES.’’

(9) Include the following statement 

for vehicles with an evaporative can-

ister for controlling diurnal emissions: 

‘‘THIS VEHICLE IS DESIGNED TO 

COMPLY WITH EVAPORATIVE EMIS-

SION STANDARDS WITH UP TO x 

GALLONS OF FUEL TANK CAPAC-

ITY.’’ Complete this statement by 

identifying the maximum specified fuel 

tank capacity associated with your 

certification.

(d) You may add information to the 

emission control information label to 

identify other emission standards that 

the vehicle meets or does not meet 

VerDate Sep<11>2014 14:57 Oct 20, 2014 Jkt 232181 PO 00000 Frm 00147 Fmt 8010 Sfmt 8010 Y:\SGML\232181.XXX 232181rm
aj

et
te

 o
n 

D
S

K
2V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-08-14T16:19:32-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




